
FSC®  

B/B
PLYWOOD



Selex B

 480 – 550 kg / m3 

 CARB 2 an d E1 compliant

 
PS1-22 by TP and EN 13986 -CE2 + (structural) EN 636-2S , EN314-2 class 3

 8% to 12 % for all boards

 
FSC®

PRODUCT BENEFITS AND APPLICATIONS

  

  

   

FEATURES

Selex B

Thickness (mm)  6,5 9 12 15 18 21 25

Nº of plies  3 3 5 5 7 7 9

GENERAL SPECIFICATIONS

CMPC Maderas SpA   -   www.cmpcmaderas.com

Finishing

Sanding grade 051 051 

Natural defects

Sound knots     

Unsound knots    

Knot holes   Not allowed Not allowed

Pitch poc kets    

Bark pockets   Not allowed Not allowed

Freckles   Allowed   Allowed  

Machining defects

Open splits    

Open cracks     

Fungal stains   Allowed   Allowed  

Roughness   Mild   Mild  

Repairs

Inner splits in knots   Allowed   Allowed  

    Occasionally   Occasionally   

 Allowed   Allowed  

Single wooden patches   Allowed    Allowed  

Double wooden patches Allowed   Allowed  

Triple wooden patches   Allowed    Allowed  


